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 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, tube end - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV0.75U-B-V 19.1 (0.75) 50.8 (2.00) 133.4 (5.25) 152.4 (6.00) 56.9 (2.24) 

 MRAV1.00U-B-V 25.4 (1.00) 47.8 (1.88) 126.2 (4.97) 144.8 (5.70) 56.9 (2.24) 

 MRAV1.50U-B-V 38.1 (1.50) 57.2 (2.25) 159.5 (6.28) 190.5 (7.50) 75.7 (2.98) 

 MRAV2.00U-B-V 50.8 (2.00) 82.6 (3.25) 203.2 (8.00) 247.9 (9.76) 88.4 (3.48) 

 MRAV2.50U-B-V 63.5 (2.50) 76.2 (3.00) 212.6 (8.37) 255.0 (10.04) 99.6 (3.92) 

 MRAV3.00U-B-V 76.2 (3.00) 82.6 (3.25) 220.7 (8.69) 268.5 (10.57) 114.0 (4.49) 

VACUUM VALVE 

ITL’s Vacuum Valve range is manufactured from a high quality 304L (1.4306)  stainless steel* or aluminium body construction. With the 
main port connection being supplied, with open tubes, KF and ISO-K ports for HV application, or CF ports suitable for UHV application. 
Where a greater temperature is required, all metal angle or straight through valves can be used. These products have been designed and 
developed to offer high quality and reliability, suitable for a wide range of applications.  

*Other material are available on request. 

GENERAL SPECIFICATION: 

 Body    - 304L (1.4306) stainless steel. 

 Bellows  - AM-350 (depending on valve option) 

 Seal   - Viton 

 Leak rate  - 1 x 10⁻⁹ mbar lt/sec 

 Bakeable  - 150ᵒC, all metal valves 400ᵒC  

 Cycles until service - 16 - 50 with bellows - 500,000. Without Bellows 200,000 (Depending on 0-ring condition). 

    - 63 - 150 with bellows - 250,000. Without Bellows 100,000 (Depending on O-ring condition). 

Optional extras. Position indicator and solenoid are available on request. 

 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS. 

Specification: 

 Viton seal -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable - 150ºC  

 St/st body - Polished finish  

   - 3” and ISO80 port tube bead blasted 
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 PART NUMBER OD A D1 D2 D3 

 MRAV16K-B-V 19.1 (0.75) 54.6 (2.15) 137.4 (5.41) 156.2 (6.15) 56.9 (2.24) 

 MRAV25K-B-V 25.4 (1.00) 51.6 (2.03) 130.3 (5.13) 149.6 (5.89) 56.9 (2.24) 

 MRAV40K-B-V 38.1 (1.50) 61 (2.40) 157.5 (6.20) 190.0 (7.48) 75.7 (2.98) 

 MRAV50K-B-V 50.8 (2.00) 86.4 (3.40) 207 (8.15) 251.7 (9.91) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 D3 

 MRAV16R-B-V 19.1 (0.75) 63.5 (2.50) 144.8 (5.70) 165.1 (6.50) 56.9 (2.24) 

 MRAV35R-B-V 38.1 (1.50) 62.5 (2.46) 165.1 (6.50) 197.7 (7.78) 75.7 (2.98) 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, CF Rotatable Flange - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, KF Flange - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, ISO-K Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV63ISO-K-B-V 63.5 (2.50) 82.9 (3.26) 219.3 (8.63) 261.7 (10.3) 99.6 (3.92) 

 MRAV80ISO-K-B-V 76.2 (3.00) 89.2 (3.51) 227.4 (8.95) 275.1 (10.83) 114.1 (4.49) 
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 PART NUMBER OD A D1 D2 D3 

 MRAV16K-B-V 19.1 (0.75) 54.6 (2.15) 137.4 (5.41) 156.2 (6.15) 56.9 (2.24) 

 MRAV25K-B-V 25.4 (1.00) 51.6 (2.03) 130.3 (5.13) 149.6 (5.89) 56.9 (2.24) 

 MRAV40K-B-V 38.1 (1.50) 61 (2.40) 157.5 (6.20) 190.0 (7.48) 75.7 (2.98) 

 MRAV50K-B-V 50.8 (2.00) 86.4 (3.40) 207 (8.15) 251.7 (9.91) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 D3 

 MRAV16R-B-V 19.1 (0.75) 63.5 (2.50) 144.8 (5.70) 165.1 (6.50) 56.9 (2.24) 

 MRAV35R-B-V 38.1 (1.50) 62.5 (2.46) 165.1 (6.50) 197.7 (7.78) 75.7 (2.98) 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, CF Rotatable Flange - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, KF Flange - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, ISO-K Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV63ISO-K-B-V 63.5 (2.50) 82.9 (3.26) 219.3 (8.63) 261.7 (10.3) 99.6 (3.92) 

 MRAV80ISO-K-B-V 76.2 (3.00) 89.2 (3.51) 227.4 (8.95) 275.1 (10.83) 114.1 (4.49) 

 

 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, CF-R Flange - Metric tube 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, KF Flange - Metric Tube 

 MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection, ISO-K Flange - Metric Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16R-B-V-E 19.1 (0.75) 38.0 (1.50) 119.9 (4.73) 139.5 (5.50) 56.8 (2.24) 

 MRAV35R-B-V-E 38.1 (1.50) 63.0 (2.49) 165.5 (6.52) 198.0 (7.80) 75.8 (2.99) 

 MRAV63R-B-V-E 63.5 (2.50) 105.0 (4.14) 241.5 (9.51) 283.9 (11.18) 99.5 (3.92) 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-B-V-E 19.1 (0.75) 40.0 (1.58) 121.9 (4.80) 141.5 (5.58) 56.8 (2.24) 

 MRAV25K-B-V-E 25.4 (1.00) 50.0 (1.97) 128.6 (5.07) 148.1 (5.84) 56.8 (2.24) 

 MRAV40K-B-V-E 38.1 (1.50) 65.0 (2.56) 167.5 (6.60) 200.0 (7.88) 75.8 (2.99) 

 MRAV50K-B-V-E 50.8 (2.00) 70.0 (2.76) 190.5 (7.50) 235.5 (9.28) 88.4 (3.49) 

 PART NUMBER OD A D1 D2 D3 

 MRAV63ISO-K-B-V-E 63.5 (2.50) 88.0 (3.47) 224.5 (8.84) 266.9 (10.51) 99.5 (3.92) 

 MRAV80ISO-K-B-V-E 76.2 (3.00) 98.0 (3.86) 236.3 (9.31) 283.9 (11.18) 114.0 (4.49) 
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 PART NUMBER  OD A D1 D2 D3 

 MRAV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 163.9 (6.45) 179.6 (7.07) 56.9 (2.24) 

 MRAV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 157.5 (6.20) 173.3 (6.82) 56.9 (2.24) 

 MRAV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 186.7 (7.35) 219.3 (8.63) 75.7 (2.98) 

 MRAV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 245.2 (9.65) 285.5 (11.24) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, Tube End - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V 19.1 (0.75) 54.7 (2.15) 167.4 (6.59) 183.4 (7.22) 56.9 (2.24) 

 MRAV25K-WB-V 25.4 (1.00) 51.6 (2.03) 161.3 (6.35) 177.1 (6.97) 56.9 (2.24) 

 MRAV40K-WB-V 38.1 (1.50) 61.0 (2.40) 190.5 (7.50) 223.1 (8.78) 75.7 (2.98) 

 MRAV50K-WB-V 50.8 (2.00) 86.4 (3.40) 249.0 (9.80) 289.4 (11.39) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Metric tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V-E 19.1 (0.75) 40.0 (1.57) 152.9 (6.02) 168.7 (6.64) 56.8 (2.24) 

 MRAV25K-WB-V-E 25.4 (1.00) 50.0 (1.97) 159.6 (6.28) 175.4 (6.91) 56.8 (2.24) 

 MRAV40K-WB-V-E 38.1 (1.50) 65.0 (2.56) 194.5 (7.66) 227.0 (8.94) 75.8 (2.98) 

 MRAV50K-WB-V-E 50.8 (2.00) 70.0 (2.76) 232.7 (9.16) 273.1 (10.75) 88.4 (3.48) 
 

 

 PART NUMBER  OD A D1 D2 D3 

 MRAV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 163.9 (6.45) 179.6 (7.07) 56.9 (2.24) 

 MRAV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 157.5 (6.20) 173.3 (6.82) 56.9 (2.24) 

 MRAV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 186.7 (7.35) 219.3 (8.63) 75.7 (2.98) 

 MRAV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 245.2 (9.65) 285.5 (11.24) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, Tube End - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V 19.1 (0.75) 54.7 (2.15) 167.4 (6.59) 183.4 (7.22) 56.9 (2.24) 

 MRAV25K-WB-V 25.4 (1.00) 51.6 (2.03) 161.3 (6.35) 177.1 (6.97) 56.9 (2.24) 

 MRAV40K-WB-V 38.1 (1.50) 61.0 (2.40) 190.5 (7.50) 223.1 (8.78) 75.7 (2.98) 

 MRAV50K-WB-V 50.8 (2.00) 86.4 (3.40) 249.0 (9.80) 289.4 (11.39) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Metric tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V-E 19.1 (0.75) 40.0 (1.57) 152.9 (6.02) 168.7 (6.64) 56.8 (2.24) 

 MRAV25K-WB-V-E 25.4 (1.00) 50.0 (1.97) 159.6 (6.28) 175.4 (6.91) 56.8 (2.24) 

 MRAV40K-WB-V-E 38.1 (1.50) 65.0 (2.56) 194.5 (7.66) 227.0 (8.94) 75.8 (2.98) 

 MRAV50K-WB-V-E 50.8 (2.00) 70.0 (2.76) 232.7 (9.16) 273.1 (10.75) 88.4 (3.48) 

 

 

 PART NUMBER  OD A D1 D2 D3 

 MRAV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 163.9 (6.45) 179.6 (7.07) 56.9 (2.24) 

 MRAV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 157.5 (6.20) 173.3 (6.82) 56.9 (2.24) 

 MRAV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 186.7 (7.35) 219.3 (8.63) 75.7 (2.98) 

 MRAV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 245.2 (9.65) 285.5 (11.24) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, Tube End - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V 19.1 (0.75) 54.7 (2.15) 167.4 (6.59) 183.4 (7.22) 56.9 (2.24) 

 MRAV25K-WB-V 25.4 (1.00) 51.6 (2.03) 161.3 (6.35) 177.1 (6.97) 56.9 (2.24) 

 MRAV40K-WB-V 38.1 (1.50) 61.0 (2.40) 190.5 (7.50) 223.1 (8.78) 75.7 (2.98) 

 MRAV50K-WB-V 50.8 (2.00) 86.4 (3.40) 249.0 (9.80) 289.4 (11.39) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Metric tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V-E 19.1 (0.75) 40.0 (1.57) 152.9 (6.02) 168.7 (6.64) 56.8 (2.24) 

 MRAV25K-WB-V-E 25.4 (1.00) 50.0 (1.97) 159.6 (6.28) 175.4 (6.91) 56.8 (2.24) 

 MRAV40K-WB-V-E 38.1 (1.50) 65.0 (2.56) 194.5 (7.66) 227.0 (8.94) 75.8 (2.98) 

 MRAV50K-WB-V-E 50.8 (2.00) 70.0 (2.76) 232.7 (9.16) 273.1 (10.75) 88.4 (3.48) 
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 PART NUMBER  OD A D1 D2 D3 

 MRAV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 163.9 (6.45) 179.6 (7.07) 56.9 (2.24) 

 MRAV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 157.5 (6.20) 173.3 (6.82) 56.9 (2.24) 

 MRAV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 186.7 (7.35) 219.3 (8.63) 75.7 (2.98) 

 MRAV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 245.2 (9.65) 285.5 (11.24) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, Tube End - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V 19.1 (0.75) 54.7 (2.15) 167.4 (6.59) 183.4 (7.22) 56.9 (2.24) 

 MRAV25K-WB-V 25.4 (1.00) 51.6 (2.03) 161.3 (6.35) 177.1 (6.97) 56.9 (2.24) 

 MRAV40K-WB-V 38.1 (1.50) 61.0 (2.40) 190.5 (7.50) 223.1 (8.78) 75.7 (2.98) 

 MRAV50K-WB-V 50.8 (2.00) 86.4 (3.40) 249.0 (9.80) 289.4 (11.39) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Metric tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V-E 19.1 (0.75) 40.0 (1.57) 152.9 (6.02) 168.7 (6.64) 56.8 (2.24) 

 MRAV25K-WB-V-E 25.4 (1.00) 50.0 (1.97) 159.6 (6.28) 175.4 (6.91) 56.8 (2.24) 

 MRAV40K-WB-V-E 38.1 (1.50) 65.0 (2.56) 194.5 (7.66) 227.0 (8.94) 75.8 (2.98) 

 MRAV50K-WB-V-E 50.8 (2.00) 70.0 (2.76) 232.7 (9.16) 273.1 (10.75) 88.4 (3.48) 

 

 

 MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port Connection - tube end 

 PART NUMBER OD A D1 D2 D3 

 MRAV0.75U-B-C 19.1 (0.75) 50.8 (2.00) 132.1 (5.20) 151.9 (5.98) 69.9 (2.75) 

 MRAV1.00U-B-C 25.4 (1.00) 47.8 (1.88) 126.0 (4.96) 145.8 (5.74) 69.9 (2.75) 

 MRAV1.50U-B-C 38.1 (1.50) 57.2 (2.25) 164.6 (6.48) 195.6 (7.70) 85.6 (3.37) 

 MRAV2.00U-B-C 50.8 (2.00) 82.6 (3.25) 203.0 (7.99) 248.0 (9.76) 113.6 (4.47) 

 MRAV2.50U-B-C 63.5 (2.50) 76.2 (3.00) 212.1 (8.35) 279.7 (11.01) 113.6 (4.47) 

 MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port Connection - KF Flange 

 MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-B-C 19.1 (0.75) 54.7 (2.15) 133.1 (5.24) 152.7 (6.01) 69.9 (2.75) 

 MRAV25K-B-C 25.4 (1.00) 51.6 (2.03) 129.8 (5.11) 149.7 (5.89) 69.9 (2.75) 

 MRAV40K-B-C 38.1 (1.50) 61.0 (2.40) 168.2 (6.62) 199.4 (7.85) 85.6 (3.37) 

 MRAV50K-B-C 50.8 (2.00) 86.4 (3.40) 206.8 (8.14) 251.8 (9.91) 113.6 (4.47) 

 PART NUMBER OD A D1 D2 D3 

 MRAV16R-B-C 19.1 (0.75) 63.5 (2.50) 141.8 (5.58) 161.6 (6.36) 69.9 (2.75) 

 MRAV35R-B-C 38.1 (1.50) 62.3 (2.45) 169.7 (6.68) 200.7 (7.90) 85.6 (3.37) 

 MRAV63R-B-C 63.5 (2.50) 85.9 (3.38) 221.5 (8.72) 289.1 (11.38) 113.6 (4.47) 

Specification:  Metal seal  -  Leak Rate 1 x 10⁻⁹ mbar lt/sec for KF and ISO, 1 x 10⁻¹º mbar lt/sec for CF ports 

   Bakeable - 150ºC  (200ºC  intermittently for CF ports) 

 

 

 PART NUMBER  OD A D1 D2 D3 

 MRAV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 163.9 (6.45) 179.6 (7.07) 56.9 (2.24) 

 MRAV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 157.5 (6.20) 173.3 (6.82) 56.9 (2.24) 

 MRAV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 186.7 (7.35) 219.3 (8.63) 75.7 (2.98) 

 MRAV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 245.2 (9.65) 285.5 (11.24) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, Tube End - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V 19.1 (0.75) 54.7 (2.15) 167.4 (6.59) 183.4 (7.22) 56.9 (2.24) 

 MRAV25K-WB-V 25.4 (1.00) 51.6 (2.03) 161.3 (6.35) 177.1 (6.97) 56.9 (2.24) 

 MRAV40K-WB-V 38.1 (1.50) 61.0 (2.40) 190.5 (7.50) 223.1 (8.78) 75.7 (2.98) 

 MRAV50K-WB-V 50.8 (2.00) 86.4 (3.40) 249.0 (9.80) 289.4 (11.39) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Metric tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V-E 19.1 (0.75) 40.0 (1.57) 152.9 (6.02) 168.7 (6.64) 56.8 (2.24) 

 MRAV25K-WB-V-E 25.4 (1.00) 50.0 (1.97) 159.6 (6.28) 175.4 (6.91) 56.8 (2.24) 

 MRAV40K-WB-V-E 38.1 (1.50) 65.0 (2.56) 194.5 (7.66) 227.0 (8.94) 75.8 (2.98) 

 MRAV50K-WB-V-E 50.8 (2.00) 70.0 (2.76) 232.7 (9.16) 273.1 (10.75) 88.4 (3.48) 

 

 

 PART NUMBER  OD A D1 D2 D3 

 MRAV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 163.9 (6.45) 179.6 (7.07) 56.9 (2.24) 

 MRAV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 157.5 (6.20) 173.3 (6.82) 56.9 (2.24) 

 MRAV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 186.7 (7.35) 219.3 (8.63) 75.7 (2.98) 

 MRAV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 245.2 (9.65) 285.5 (11.24) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, Tube End - Imperial Tube 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V 19.1 (0.75) 54.7 (2.15) 167.4 (6.59) 183.4 (7.22) 56.9 (2.24) 

 MRAV25K-WB-V 25.4 (1.00) 51.6 (2.03) 161.3 (6.35) 177.1 (6.97) 56.9 (2.24) 

 MRAV40K-WB-V 38.1 (1.50) 61.0 (2.40) 190.5 (7.50) 223.1 (8.78) 75.7 (2.98) 

 MRAV50K-WB-V 50.8 (2.00) 86.4 (3.40) 249.0 (9.80) 289.4 (11.39) 88.4 (3.48) 

 MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port Connection, KF Flange - Metric tube 

 PART NUMBER OD A D1 D2 D3 

 MRAV16K-WB-V-E 19.1 (0.75) 40.0 (1.57) 152.9 (6.02) 168.7 (6.64) 56.8 (2.24) 

 MRAV25K-WB-V-E 25.4 (1.00) 50.0 (1.97) 159.6 (6.28) 175.4 (6.91) 56.8 (2.24) 

 MRAV40K-WB-V-E 38.1 (1.50) 65.0 (2.56) 194.5 (7.66) 227.0 (8.94) 75.8 (2.98) 

 MRAV50K-WB-V-E 50.8 (2.00) 70.0 (2.76) 232.7 (9.16) 273.1 (10.75) 88.4 (3.48) 
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 PART NUMBER OD A D1 D2 

 PRAV0.75U-B-V-AS 19.1 (0.75) 50.8 (2.00) 153.2 (6.03) 56.9 (2.24) 

 PRAV1.00U-B-V-AS 25.4 (1.00) 47.8 (1.88) 146.6 (5.77) 56.9 (2.24) 

 PRAV1.50U-B-V-AS 38.1 (1.50) 57.2 (2.25) 195.4 (7.69) 75.7 (2.98) 

 PRAV2.00U-B-V-AS 50.8 (2.00) 82.6 (3.25) 258.6 (10.18) 88.4 (3.48) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close - Port Connection, tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Port Connection, KF Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV16K-B-V-AS 19.1 (0.75) 54.7 (2.15) 156.8 (6.17) 56.9 (2.24) 

 PRAV25K-B-V-AS 25.4 (1.00) 51.6 (2.03) 150.4 (5.92) 56.9 (2.24) 

 PRAV40K-B-V-AS 38.1 (1.50) 61.0 (2.40) 193.1 (7.60) 75.7 (2.98) 

 PRAV50K-B-V-AS 50.8 (2.00) 86.4 (3.40) 262.4 (10.33) 88.4 (3.48) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC  

 St/St body   - Polished finish  

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close 
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 PART NUMBER OD A D1 D2 

 PRAV0.75U-B-V-AS 19.1 (0.75) 50.8 (2.00) 153.2 (6.03) 56.9 (2.24) 

 PRAV1.00U-B-V-AS 25.4 (1.00) 47.8 (1.88) 146.6 (5.77) 56.9 (2.24) 

 PRAV1.50U-B-V-AS 38.1 (1.50) 57.2 (2.25) 195.4 (7.69) 75.7 (2.98) 

 PRAV2.00U-B-V-AS 50.8 (2.00) 82.6 (3.25) 258.6 (10.18) 88.4 (3.48) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close - Port Connection, tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Port Connection, KF Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV16K-B-V-AS 19.1 (0.75) 54.7 (2.15) 156.8 (6.17) 56.9 (2.24) 

 PRAV25K-B-V-AS 25.4 (1.00) 51.6 (2.03) 150.4 (5.92) 56.9 (2.24) 

 PRAV40K-B-V-AS 38.1 (1.50) 61.0 (2.40) 193.1 (7.60) 75.7 (2.98) 

 PRAV50K-B-V-AS 50.8 (2.00) 86.4 (3.40) 262.4 (10.33) 88.4 (3.48) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC  

 St/St body   - Polished finish  

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close 

 

 

 PART NUMBER OD A D1 D2 

 PRAV16R-B-V-AS 19.1 (0.75) 63.5 (2.50) 165.7 (6.52) 56.9 (2.24) 

 PRAV35R-B-V-AS 38.1 (1.50) 62.5 (2.46) 200.5 (7.89) 75.7 (2.98) 

 PART NUMBER OD A D1 D2 

 PRAV16K-B-V-AS-E 19.1 (0.75) 40.0 (1.58) 142.0 (5.60) 56.8 (2.24) 

 PRAV25K-B-V-AS-E 25.4 (1.00) 50.0 (1.97) 149.0 (5.87) 56.8 (2.24) 

 PRAV40K-B-V-AS-E 38.1 (1.50) 65.0 (2.56) 203.0 (8.00) 75.8 (2.99) 

 PRAV50K-B-V-AS-E 50.8 (2.00) 70.0 (2.76) 246.0 (9.69) 88.4 (3.49) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close - Port Connection, KF Port - Metric Tube 

 PART NUMBER OD A D1 D2 

 PRAV16R-B-V-AS-E 19.1 (0.75) 38.0 (1.50) 140.0 (5.52) 56.8 (2.24) 

 PRAV35R-B-V-AS-E 38.1 (1.50) 63.0 (2.49) 201.0 (7.92) 75.8 (2.99) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close - Port Connection, CF-R Flange -Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Spring Close - Port Connection, CF-R Flange - Metric Tube 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close - Port Connection, tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Close - Port Connection, CF-R Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-B-V-AA 19.1 (0.75) 50.8 (2.00) 162.9 (6.41) 56.9 (2.24) 

 PRAV1.00U-B-V-AA 25.4 (1.00) 47.8 (1.88) 156.8 (6.17) 56.9 (2.24) 

 PRAV1.50U-B-V-AA 38.1 (1.50) 57.2 (2.25) 182.4 (7.18) 75.7 (2.98) 

 PRAV2.00U-B-V-AA 50.8 (2.00) 82.6 (3.25) 239.8 (9.44) 88.4 (3.48) 

 PRAV2.50U-B-V-AA 63.5 (2.50) 76.2 (3.00) 265.2 (10.44) 99.6 (3.92) 

 PRAV3.00U-B-V-AA 76.2 (3.00) 82.6 (3.25) 271.6 (10.69) 114.1 (4.49) 

 PRAV4.00U-B-V-AA 101.6 (4.00) 107.0 (4.21) 345.5 (13.60) 151.7 (5.97) 

 PRAV6.00U-B-V-AA 152.4 (6.00) 152.4 (6.00) 446.1 (17.56) 240.1 (9.45) 

 PART NUMBER OD A D1 D2 

 PRAV63R-B-V-AA 63.5 (2.50) 85.6 (3.37) 274.6 (10.81) 99.6 (3.92) 

 PRAV100R-B-V-AA 101.6 (4.00) 119.4 (4.70) 458.8 (18.06) 151.7 (5.97) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC  

 St/St body   - Polished finish  

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close - Port Connection, tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open, Close - Port Connection, CF-R Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-B-V-AA 19.1 (0.75) 50.8 (2.00) 162.9 (6.41) 56.9 (2.24) 

 PRAV1.00U-B-V-AA 25.4 (1.00) 47.8 (1.88) 156.8 (6.17) 56.9 (2.24) 

 PRAV1.50U-B-V-AA 38.1 (1.50) 57.2 (2.25) 182.4 (7.18) 75.7 (2.98) 

 PRAV2.00U-B-V-AA 50.8 (2.00) 82.6 (3.25) 239.8 (9.44) 88.4 (3.48) 

 PRAV2.50U-B-V-AA 63.5 (2.50) 76.2 (3.00) 265.2 (10.44) 99.6 (3.92) 

 PRAV3.00U-B-V-AA 76.2 (3.00) 82.6 (3.25) 271.6 (10.69) 114.1 (4.49) 

 PRAV4.00U-B-V-AA 101.6 (4.00) 107.0 (4.21) 345.5 (13.60) 151.7 (5.97) 

 PRAV6.00U-B-V-AA 152.4 (6.00) 152.4 (6.00) 446.1 (17.56) 240.1 (9.45) 

 PART NUMBER OD A D1 D2 

 PRAV63R-B-V-AA 63.5 (2.50) 85.6 (3.37) 274.6 (10.81) 99.6 (3.92) 

 PRAV100R-B-V-AA 101.6 (4.00) 119.4 (4.70) 458.8 (18.06) 151.7 (5.97) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC  

 St/St body   - Polished finish  

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close 

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close - Port Connection, ISO-K Port - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close - Port Connection, CF-R Port - Metric Tube 

 PART NUMBER  OD A D1 D2 

 PRAV63ISO-K-B-V-AA 63.5 (2.50) 82.9 (3.26) 271.8 (10.7) 99.6 (3.92) 

 PRAV80ISO-K-B-V-AA 76.2 (3.00) 89.2 (3.51) 278.2 (10.95) 114.1 (4.49) 

 PRAV100ISO-K-B-V-AA 101.6 (4.00) 113.6 (4.47) 352.1 (13.86) 151.7 (5.97) 

 PRAV160ISO-K-B-V-AA 152.4 (6.00) 159.1 (6.26) 452.7 (17.82) 240.1 (9.45) 

 PART NUMBER OD A D1 D2 

 PRAV63R-B-V-AA-E 63.5 (2.50) 105.0 (4.14) 294.0 (11.58) 99.5 (3.92) 

 PRAV100R-B-V-AA-E 101.6 (4.00) 135.0 (5.32) 373.6 (14.71) 151.6 (5.97) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Close - Port Connection, ISO-K Port -    Metric Tube 

 PART NUMBER OD A D1 D2 

 PRAV63ISO-K-B-V-AA-E 63.5 (2.50) 88.0 (3.47) 277.0 (10.91) 99.5 (3.92) 

 PRAV80ISO-K-B-V-AA-E 76.2 (3.00) 98.0 (3.86) 294.0 (11.58) 114.0 (4.49) 

 PRAV100ISOK-B-V-AA-E 101.6 (4.00) 108.0 (4.26) 346.6 (13.65) 151.6 (5.97) 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection, tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection, CF-R Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-WB-V-AS 19.1 (0.75) 50.8 (2.00) 153.2 (6.03) 56.9 (2.24) 

 PRAV1.00U-WB-V-AS 25.4 (1.00) 47.8 (1.88) 146.6 (5.77) 56.9 (2.24) 

 PRAV1.50U-WB-V-AS 38.1 (1.50) 57.2 (2.25) 195.4 (7.69) 75.7 (2.98) 

 PRAV2.00U-WB-V-AS 50.8 (2.00) 82.6 (3.25) 258.6 (10.18) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 

 PRAV16R-WB-V-AS 19.1 (0.75) 63.5 (2.50) 165.7 (6.52) 56.9 (2.24) 

 PRAV35R-WB-V-AS 38.1 (1.50) 62.5 (2.46) 200.5 (7.89) 75.7 (2.98) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC  

 St/St body   - Polished finish up to 4”  

     - 4” and above bead blasted  

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection, tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection, CF-R Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-WB-V-AS 19.1 (0.75) 50.8 (2.00) 153.2 (6.03) 56.9 (2.24) 

 PRAV1.00U-WB-V-AS 25.4 (1.00) 47.8 (1.88) 146.6 (5.77) 56.9 (2.24) 

 PRAV1.50U-WB-V-AS 38.1 (1.50) 57.2 (2.25) 195.4 (7.69) 75.7 (2.98) 

 PRAV2.00U-WB-V-AS 50.8 (2.00) 82.6 (3.25) 258.6 (10.18) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 

 PRAV16R-WB-V-AS 19.1 (0.75) 63.5 (2.50) 165.7 (6.52) 56.9 (2.24) 

 PRAV35R-WB-V-AS 38.1 (1.50) 62.5 (2.46) 200.5 (7.89) 75.7 (2.98) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC  

 St/St body   - Polished finish up to 4”  

     - 4” and above bead blasted  

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close 

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection -  KF Port - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection - CF-R Port - Metric Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close - Port Connection -  KF  Port - Metric Tube 

 PART NUMBER OD A D1 D2 

 PRAV16K-WB-V-AS 19.1 (0.75) 54.7 (2.15) 156.8 (6.17) 56.9 (2.24) 

 PRAV25K-WB-V-AS 25.4 (1.00) 51.6 (2.03) 150.4 (5.92) 56.9 (2.24) 

 PRAV40K-WB-V-AS 38.1 (1.50) 61.0 (2.40) 193.1 (7.60) 75.7 (2.98) 

 PRAV50K-WB-V-AS 50.8 (2.00) 86.4 (3.40) 262.4 (10.33) 88.4 (3.48) 

 PART NUMBER  OD A D1 D2 

 PRAV16R-WB-V-AS-E 19.1 (0.75) 38.0 (1.50) 140.0 (5.52) 56.8 (2.24) 

 PRAV35R-WB-V-AS-E 38.1 (1.50) 63.0 (2.49) 201.0 (7.92) 75.8 (2.99) 

 PART NUMBER OD A D1 D2 

 PRAV16K-WB-V-AS-E 19.1 (0.75) 40.0 (1.58) 142.0 (5.60) 56.8 (2.24) 

 PRAV25K-WB-V-AS-E 25.4 (1.00) 50.0 (1.97) 149.0 (5.87) 56.8 (2.24) 

 PRAV40K-WB-V-AS-E 38.1 (1.50) 65.0 (2.56) 203.0 (8.00) 75.8 (2.99) 

 PRAV50K-WB-V-AS-E 50.8 (2.00) 70.0 (2.76) 246.0 (9.69) 88.4 (3.49) 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Close - Port Connection - tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close -                                                             
Port Connection - CF-R Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-WB-V-AA 19.1 (0.75) 50.8 (2.00) 162.9 (6.41) 56.9 (2.24) 

 PRAV1.00U-WB-V-AA 25.4 (1.00) 47.8 (1.88) 156.5 (6.16) 56.9 (2.24) 

 PRAV1.50U-WB-V-AA 38.1 (1.50) 57.2 (2.25) 182.2 (7.17) 75.7 (2.98) 

 PRAV2.00U-WB-V-AA 50.8 (2.00) 82.6 (3.25) 239.8 (9.44) 88.4 (3.48) 

 PRAV2.50U-WB-V-AA 63.5 (2.50) 76.2 (3.00) 265.2 (10.44) 99.6 (3.92) 

 PRAV3.00U-WB-V-AA 76.2 (3.00) 82.6 (3.25) 271.3 (10.68) 114.1 (4.49) 

 PRAV4.00U-WB-V-AA 101.6 (4.00) 107.0 (4.21) 358.4 (14.11) 151.7 (5.97) 

 PRAV6.00U-WB-V-AA 152.4 (6.00) 152.4 (6.00) 449.9 (17.71) 240.1 (9.45) 

 PART NUMBER OD A D1 D2 

 PRAV63R-WB-V-AA 63.5 (2.50) 85.6 (3.37) 274.6 (10.81) 99.6 (3.92) 

 PRAV100R-WB-V-AA 101.6 (4.00) 119.4 (4.70) 371.1 (14.61) 151.7 (5.97) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC   

 St/St body   - Polished finish up to 4” 

     - 4” and above bead blasted  

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - AIR OPEN / CLOSE  



15
 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Close - Port Connection - tube end - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Spring Close -                                                             
Port Connection - CF-R Port - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-WB-V-AA 19.1 (0.75) 50.8 (2.00) 162.9 (6.41) 56.9 (2.24) 

 PRAV1.00U-WB-V-AA 25.4 (1.00) 47.8 (1.88) 156.5 (6.16) 56.9 (2.24) 

 PRAV1.50U-WB-V-AA 38.1 (1.50) 57.2 (2.25) 182.2 (7.17) 75.7 (2.98) 

 PRAV2.00U-WB-V-AA 50.8 (2.00) 82.6 (3.25) 239.8 (9.44) 88.4 (3.48) 

 PRAV2.50U-WB-V-AA 63.5 (2.50) 76.2 (3.00) 265.2 (10.44) 99.6 (3.92) 

 PRAV3.00U-WB-V-AA 76.2 (3.00) 82.6 (3.25) 271.3 (10.68) 114.1 (4.49) 

 PRAV4.00U-WB-V-AA 101.6 (4.00) 107.0 (4.21) 358.4 (14.11) 151.7 (5.97) 

 PRAV6.00U-WB-V-AA 152.4 (6.00) 152.4 (6.00) 449.9 (17.71) 240.1 (9.45) 

 PART NUMBER OD A D1 D2 

 PRAV63R-WB-V-AA 63.5 (2.50) 85.6 (3.37) 274.6 (10.81) 99.6 (3.92) 

 PRAV100R-WB-V-AA 101.6 (4.00) 119.4 (4.70) 371.1 (14.61) 151.7 (5.97) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Bakeable   - 150ºC   

 St/St body   - Polished finish up to 4” 

     - 4” and above bead blasted  

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - AIR OPEN / CLOSE  

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Close - Port Connection - ISO-K Port - Imperial Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Close - Port Connection -  CF-R Port -  Metric Tube 

 PNEUMATICALLY ACTUATED, VITON SEAL WITHOUT BELLOWS - Air open / Close - Port Connection - ISO-K Port -   Metric Tube 

 PART NUMBER OD A D1 D2 

 PRAV63ISO-K-WB-V-AA 63.5 (2.50) 82.9 (3.26) 271.8 (10.70) 99.6 (3.92) 

 PRAV80ISO-K-WB-V-AA 76.2 (3.00) 89.2 (3.51) 277.9 (10.94) 114.1 (4.49) 

 PRAV100ISO-K-WB-V-AA 101.6 (4.00) 113.6 (4.47) 365 (14.37) 151.7 (5.97) 

 PRAV160ISO-K-WB-V-AA 152.4 (6.00) 159.1 (6.26) 456.5 (17.97) 240.1 (9.45) 

 PART NUMBER OD A D1 D2 

 PRAV63R-WB-V-AA-E 63.5 (2.50) 105.0 (4.14) 294.0 (11.58) 99.5 (3.92) 

 PRAV100R-WB-V-AA-E 101.6 (4.00) 135.0 (5.32) 387.0 (15.24) 151.6 (5.97) 

 PART NUMBER OD A D1 D2 

 PRAV63ISO-K-WB-V-AA-E 63.5 (2.50) 88.0 (3.47) 277.0 (10.91) 99.5 (3.92) 

 PRAV80ISO-K-WB-V-AA-E 76.2 (3.00) 98.0 (3.86) 287.0 (11.30) 114.0 (4.49) 

 PRAV100ISO-K-WB-V-AA-E 101.6 (4.00) 108.0 (4.26) 360.0 (14.18) 151.6 (5.97) 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                           
Port Connection, tube end - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-B-V-AS-RS 19.1 (0.75) 50.8 (2.00) 168.5 (6.63) 56.9 (2.24) 

 PRAV1.00U-B-V-AS-RS 25.4 (1.00) 47.8 (1.88) 162.1 (6.38) 56.9 (2.24) 

 PRAV1.50U-B-V-AS-RS 38.1 (1.50) 57.2 (2.25) 206.6 (8.13) 75.7 (2.98) 

 PRAV2.00U-B-V-AS-RS 50.8 (2.00) 82.6 (3.25) 264.0 (10.39) 88.4 (3.48) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                            
Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV16K-B-V-AS-RS 19.1 (0.75) 54.7 (2.15) 172.3 (6.78) 56.9 (2.24) 

 PRAV25K-B-V-AS-RS 25.4 (1.00) 51.6 (2.03) 165.9 (6.53) 56.9 (2.24) 

 PRAV40K-B-V-AS-RS 38.1 (1.50) 61.0 (2.40) 210.4 (8.28) 75.7 (2.98) 

 PRAV50K-B-V-AS-RS 50.8 (2.00) 86.4 (3.40) 281.5 (11.08) 88.4 (3.48) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Operating   - Air to open, spring to close (normally closed) 

 St/St body   - Polished finish 

 Sensor Specification   - Voltage DC/AC 4 - 240V, Amps 5 - 40mA 

 Options available   - Air Solenoid 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached 
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 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                           
Port Connection, tube end - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV0.75U-B-V-AS-RS 19.1 (0.75) 50.8 (2.00) 168.5 (6.63) 56.9 (2.24) 

 PRAV1.00U-B-V-AS-RS 25.4 (1.00) 47.8 (1.88) 162.1 (6.38) 56.9 (2.24) 

 PRAV1.50U-B-V-AS-RS 38.1 (1.50) 57.2 (2.25) 206.6 (8.13) 75.7 (2.98) 

 PRAV2.00U-B-V-AS-RS 50.8 (2.00) 82.6 (3.25) 264.0 (10.39) 88.4 (3.48) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                            
Port Connection, KF Flange - Imperial Tube 

 PART NUMBER OD A D1 D2 

 PRAV16K-B-V-AS-RS 19.1 (0.75) 54.7 (2.15) 172.3 (6.78) 56.9 (2.24) 

 PRAV25K-B-V-AS-RS 25.4 (1.00) 51.6 (2.03) 165.9 (6.53) 56.9 (2.24) 

 PRAV40K-B-V-AS-RS 38.1 (1.50) 61.0 (2.40) 210.4 (8.28) 75.7 (2.98) 

 PRAV50K-B-V-AS-RS 50.8 (2.00) 86.4 (3.40) 281.5 (11.08) 88.4 (3.48) 

Specification: 

 Viton seal   -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Operating   - Air to open, spring to close (normally closed) 

 St/St body   - Polished finish 

 Sensor Specification   - Voltage DC/AC 4 - 240V, Amps 5 - 40mA 

 Options available   - Air Solenoid 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached 

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                           
Port Connection, Tube end - Imperial Tube  

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                           
Port Connection, KF Flange - Metric Tube 

 PART NUMBER OD A D1 D2 

 PRAV16R-B-V-AS-RS 19.1 (0.75) 63.5 (2.50) 181.2 (7.13) 56.9 (2.24) 

 PRAV35R-B-V-AS-RS 38.1 (1.50) 62.5 (2.46) 211.6 (8.33) 75.7 (2.98) 

 PART NUMBER  OD A D1 D2 

 PRAV16K-B-V-AS-RS-E 19.1 (0.75) 40.0 (1.58) 158.0 (6.23) 56.8 (2.24) 

 PRAV25K-B-V-AS-RS-E 25.4 (1.00) 50.0 (1.97) 164.3 (6.47) 56.8 (2.24) 

 PRAV40K-B-V-AS-RS-E 38.1 (1.50) 65.0 (2.56) 214.0 (8.43) 75.8 (2.99) 

 PRAV50K-B-V-AS-RS-E 50.8 (2.00) 70.0 (2.76) 251.3 (9.90) 88.4 (3.49) 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Reed Sensor attached -                            
Port Connection, CF-R Flange - Metric Tube 

 PART NUMBER OD A D1 D2 

 PRAV16R-B-V-AS-RS-E 19.1 (0.75) 38.0 (1.50) 155.6 (6.13) 56.8 (2.24) 

 PRAV35R-B-V-AS-RS-E 38.1 (1.50) 63.0 (2.49) 212.0 (8.35) 75.8 (2.99) 
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 Z-INLINE MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port connection, Tube end 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV0.75U-B-V 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 129.3 (5.09) 148.9 (5.86) 56.9 (2.24) 

 MZV1.00U-B-V 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 135.9 (5.35) 155.2 (6.11) 56.9 (2.24) 

 MZV1.50U-B-V 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 181.9 (7.16) 214.4 (8.44) 75.7 (2.98) 

 MZV2.00U-B-V 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 224.8 (8.85) 269.5 (10.61) 88.4 (3.48) 

 Z-INLINE MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port connection, KF flange 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16K-B-V 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 129.3 (5.09) 148.9 (5.86) 56.9 (2.24) 

 MZV25K-B-V 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 135.9 (5.35) 155.2 (6.11) 56.9 (2.24) 

 MZV40K-B-V 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 181.9 (7.16) 214.4 (8.44) 75.7 (2.98) 

 MZV50K-B-V 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 224.8 (8.85) 269.5 (10.61) 88.4 (3.48) 
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 Z-INLINE MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port connection, Tube end 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV0.75U-B-V 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 129.3 (5.09) 148.9 (5.86) 56.9 (2.24) 

 MZV1.00U-B-V 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 135.9 (5.35) 155.2 (6.11) 56.9 (2.24) 

 MZV1.50U-B-V 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 181.9 (7.16) 214.4 (8.44) 75.7 (2.98) 

 MZV2.00U-B-V 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 224.8 (8.85) 269.5 (10.61) 88.4 (3.48) 

 Z-INLINE MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port connection, KF flange 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16K-B-V 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 129.3 (5.09) 148.9 (5.86) 56.9 (2.24) 

 MZV25K-B-V 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 135.9 (5.35) 155.2 (6.11) 56.9 (2.24) 

 MZV40K-B-V 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 181.9 (7.16) 214.4 (8.44) 75.7 (2.98) 

 MZV50K-B-V 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 224.8 (8.85) 269.5 (10.61) 88.4 (3.48) 

 

 

 Z-INLINE MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port connection - CF –R Flange 

 Z-INLINE MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port connection -  Tube End 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16R-B-V 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 129.3 (5.09) 148.9 (5.86) 56.9 (2.24) 

 MZV35R-B-V 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 181.9 (7.16) 214.4 (8.44) 75.7 (2.98) 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV0.75U-WB-V 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 160.6 (6.32) 176.3 (6.94) 56.9 (2.24) 

 MZV1.00U-WB-V 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 166.9 (6.57) 182.7 (7.19) 56.9 (2.24) 

 MZV1.50U-WB-V 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 208.8 (8.22) 236.8 (9.32) 75.7 (2.98) 

 MZV2.00U-WB-V 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 267.5 (10.53) 307.9 (12.12) 88.4 (3.48) 
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 Z-INLINE MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port connection, KF Flange 

 Z-INLINE MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port connection, CF-R Port 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16K-WB-V 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 160.6 (6.32) 176.3 (6.94) 56.9 (2.24) 

 MZV25K-WB-V 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 166.9 (6.57) 182.7 (7.19) 56.9 (2.24) 

 MZV40K-WB-V 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 208.8 (8.22) 236.8 (9.32) 75.7 (2.98) 

 MZV50K-WB-V 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 267.5 (10.53) 307.9 (12.12) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16R-WB-V 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 160.6 (6.32) 176.3 (6.94) 56.9 (2.24) 

 MZV35R-WB-V 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 208.8 (8.22) 236.8 (9.32) 75.7 (2.98) 
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 Z-INLINE MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port connection, KF Flange 

 Z-INLINE MANUALLY OPERATED, VITON SEAL WITHOUT BELLOWS - Port connection, CF-R Port 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16K-WB-V 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 160.6 (6.32) 176.3 (6.94) 56.9 (2.24) 

 MZV25K-WB-V 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 166.9 (6.57) 182.7 (7.19) 56.9 (2.24) 

 MZV40K-WB-V 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 208.8 (8.22) 236.8 (9.32) 75.7 (2.98) 

 MZV50K-WB-V 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 267.5 (10.53) 307.9 (12.12) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16R-WB-V 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 160.6 (6.32) 176.3 (6.94) 56.9 (2.24) 

 MZV35R-WB-V 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 208.8 (8.22) 236.8 (9.32) 75.7 (2.98) 

 

 

 Z-INLINE MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port connection, Tube end 

 Z-INLINE MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port connection, KF flange 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV0.75U-B-C 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.5 (1.12) 128.8 (5.07) 148.6 (5.85) 69.9 (2.75) 

 MZV1.00U-B-C 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 135.4 (5.33) 155.2 (6.11) 69.9 (2.75) 

 MZV1.50U-B-C 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 186.7 (7.35) 217.7 (8.57) 85.6 (3.37) 

 MZV2.00U-B-C 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 225.1 (8.86) 270.1 (10.63) 113.6 (4.47) 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16K-B-C 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.5 (1.12) 128.8 (5.07) 148.9 (5.86) 69.9 (2.75) 

 MZV25K-B-C 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 135.4 (5.33) 155.2 (6.11) 69.9 (2.75) 

 MZV40K-B-C 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 186.7 (7.35) 217.7 (8.57) 85.6 (3.37) 

 MZV50K-B-C 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 225.1 (8.86) 270.1 (10.63) 106.0 (4.17) 

 Z-INLINE MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port connection, CF-R Flange 

 PART NUMBER OD A A1 A2 D1 D2 D3 

 MZV16R-B-C 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.5 (1.12) 128.8 (5.07) 148.6 (5.85) 69.9 (2.75) 

 MZV35R-B-C 38.1 (1.50) 62.3 (2.45) 79.3 (3.12) 47.8 (1.88) 186.7 (7.35) 217.7 (8.57) 85.6 (3.37) 
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 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close -  Port Connection, Tube End 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV0.75U-B-V-AS 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV1.00U-B-V-AS 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 156.0 (6.14) 56.9 (2.24) 

 PZV1.50U-B-V-AS 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 PZV2.00U-B-V-AS 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 280.7 (11.05) 88.4 (3.48) 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close -  Port Connection, KF Flange 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16K-B-V-AS 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV25K-B-V-AS 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 156 (6.14) 56.9 (2.24) 

 PZV40K-B-V-AS 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 PZV50K-B-V-AS 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 280.7 (11.05) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16R-B-V-AS 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV35R-B-V-AS 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Port Connection, CF-R Flange 

 

 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close -  Port Connection, Tube End 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV0.75U-B-V-AS 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV1.00U-B-V-AS 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 156.0 (6.14) 56.9 (2.24) 

 PZV1.50U-B-V-AS 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 PZV2.00U-B-V-AS 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 280.7 (11.05) 88.4 (3.48) 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close -  Port Connection, KF Flange 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16K-B-V-AS 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV25K-B-V-AS 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 156 (6.14) 56.9 (2.24) 

 PZV40K-B-V-AS 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 PZV50K-B-V-AS 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 280.7 (11.05) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16R-B-V-AS 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV35R-B-V-AS 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Port Connection, CF-R Flange 
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 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close -  Port Connection, Tube End 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV0.75U-B-V-AS 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV1.00U-B-V-AS 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 156.0 (6.14) 56.9 (2.24) 

 PZV1.50U-B-V-AS 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 PZV2.00U-B-V-AS 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 280.7 (11.05) 88.4 (3.48) 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close -  Port Connection, KF Flange 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16K-B-V-AS 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV25K-B-V-AS 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 156 (6.14) 56.9 (2.24) 

 PZV40K-B-V-AS 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 PZV50K-B-V-AS 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 280.7 (11.05) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16R-B-V-AS 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 149.9 (5.90) 56.9 (2.24) 

 PZV35R-B-V-AS 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 217.5 (8.56) 75.7 (2.98) 

 Z-INLINE PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Air open / Spring Close - Port Connection, CF-R Flange 

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached  -  Port Connection, Tube End 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached - Port Connection, KF Flange 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached  - Port Connection, CF-R Flange 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV0.75U-B-V-AS-RS 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 165.4 (6.51) 56.9 (2.24) 

 PZV1.00U-B-V-AS-RS 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 171.5 (6.75) 56.9 (2.24) 

 PZV1.50U-B-V-AS-RS 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 226.1 (8.90) 75.7 (2.98) 

 PZV2.00U-B-V-AS-RS 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 286.1 (11.26) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16K-B-V-AS-RS 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 165.4 (6.51) 56.9 (2.24) 

 PZV25K-B-V-AS-RS 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 171.5 (6.75) 56.9 (2.24) 

 PZV40K-B-V-AS-RS 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 226.1 (8.90) 75.7 (2.98) 

 PZV50K-B-V-AS-RS 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 286.1 (11.26) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16R-B-V-AS-RS 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 165.4 (6.51) 56.9 (2.24) 

 PZV35R-B-V-AS-RS 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 226.1 (8.90) 75.7 (2.98) 

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached  -  Port Connection, Tube End 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached - Port Connection, KF Flange 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached  - Port Connection, CF-R Flange 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV0.75U-B-V-AS-RS 19.1 (0.75) 50.8 (2.00) 47.5 (1.87) 28.8 (1.13) 165.4 (6.51) 56.9 (2.24) 

 PZV1.00U-B-V-AS-RS 25.4 (1.00) 47.8 (1.88) 57.2 (2.25) 34.8 (1.37) 171.5 (6.75) 56.9 (2.24) 

 PZV1.50U-B-V-AS-RS 38.1 (1.50) 57.2 (2.25) 79.3 (3.12) 47.8 (1.88) 226.1 (8.90) 75.7 (2.98) 

 PZV2.00U-B-V-AS-RS 50.8 (2.00) 82.6 (3.25) 104.7 (4.12) 66.6 (2.62) 286.1 (11.26) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16K-B-V-AS-RS 19.1 (0.75) 54.7 (2.15) 47.5 (1.87) 28.8 (1.13) 165.4 (6.51) 56.9 (2.24) 

 PZV25K-B-V-AS-RS 25.4 (1.00) 51.6 (2.03) 57.2 (2.25) 34.8 (1.37) 171.5 (6.75) 56.9 (2.24) 

 PZV40K-B-V-AS-RS 38.1 (1.50) 61.0 (2.40) 79.3 (3.12) 47.8 (1.88) 226.1 (8.90) 75.7 (2.98) 

 PZV50K-B-V-AS-RS 50.8 (2.00) 86.4 (3.40) 104.7 (4.12) 66.6 (2.62) 286.1 (11.26) 88.4 (3.48) 

 PART NUMBER OD A A1 A2 D1 D2 

 PZV16R-B-V-AS-RS 19.1 (0.75) 63.5 (2.50) 47.5 (1.87) 28.8 (1.13) 165.4 (6.51) 56.9 (2.24) 

 PZV35R-B-V-AS-RS 38.1 (1.50) 62.5 (2.46) 79.3 (3.12) 47.8 (1.88) 226.1 (8.90) 75.7 (2.98) 



24

 

 

 Y-INLINE VALVE - MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection - Tube End 

 Y-INLINE VALVE - MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection - KF Flange 

 Y-INLINE VALVE - MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 D3 

 MYV0.75U-B-V 19.1 (0.75) 94.0 (3.70) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV1.00U-B-V 25.4 (1.00) 99.1 (3.90) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV1.50U-B-V 38.1 (1.50) 122.5 (4.82) 124.3 (4.89) 147.4 (5.80) 75.7 (2.98) 

 MYV2.00U-B-V 50.8 (2.00) 170.2 (6.70) 142.0 (5.59) 173.5 (6.83) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 D3 

 MYV16K-B-V 19.1 (0.75) 101.6 (4.00) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV25K-B-V 25.4 (1.00) 106.7 (4.20) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV40K-B-V 38.1 (1.50) 130.1 (5.12) 124.3 (4.89) 147.4 (5.80) 75.7 (2.98) 

 MYV50K-B-V 50.8 (2.00) 177.8 (7.00) 142.0 (5.59) 173.5 (6.83) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 D3 

 MYV16R-B-V 19.1 (0.75) 119.4 (4.70) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV35R-B-V 38.1 (1.50) 133.1 (5.24) 124.3 (4.89) 147.4 (5.80) 75.7 (2.98) 
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 Y-INLINE VALVE - MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection - Tube End 

 Y-INLINE VALVE - MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection - KF Flange 

 Y-INLINE VALVE - MANUALLY OPERATED, VITON SEAL WITH BELLOWS - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 D3 

 MYV0.75U-B-V 19.1 (0.75) 94.0 (3.70) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV1.00U-B-V 25.4 (1.00) 99.1 (3.90) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV1.50U-B-V 38.1 (1.50) 122.5 (4.82) 124.3 (4.89) 147.4 (5.80) 75.7 (2.98) 

 MYV2.00U-B-V 50.8 (2.00) 170.2 (6.70) 142.0 (5.59) 173.5 (6.83) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 D3 

 MYV16K-B-V 19.1 (0.75) 101.6 (4.00) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV25K-B-V 25.4 (1.00) 106.7 (4.20) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV40K-B-V 38.1 (1.50) 130.1 (5.12) 124.3 (4.89) 147.4 (5.80) 75.7 (2.98) 

 MYV50K-B-V 50.8 (2.00) 177.8 (7.00) 142.0 (5.59) 173.5 (6.83) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 D3 

 MYV16R-B-V 19.1 (0.75) 119.4 (4.70) 98.9 (3.89) 112.6 (4.43) 56.9 (2.24) 

 MYV35R-B-V 38.1 (1.50) 133.1 (5.24) 124.3 (4.89) 147.4 (5.80) 75.7 (2.98) 

 

 

 Y-INLINE VALVE - MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port Connection - Tube End 

 Y-INLINE VALVE - MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port Connection - KF Flange 

 Y-INLINE VALVE - MANUALLY OPERATED, COPPER SEAL WITH BELLOWS - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 D3 

 MYV0.75U-B-C 19.1 (0.75) 94.0 (3.70) 98.6 (3.88) 121.0 (4.76) 69.9 (2.75) 

 MYV1.00U-B-C 25.4 (1.00) 99.1 (3.90) 99.6 (3.92) 112.8 (4.44) 69.9 (2.75) 

 MYV1.50U-B-C 38.1 (1.50) 122.5 (4.82) 127.3 (5.01) 149.1 (5.87) 85.6 (3.37) 

 MYV2.00U-B-C 50.8 (2.00) 170.2 (6.70) 134.7 (5.30) 166.4 (6.55) 113.6 (4.47) 

 PART NUMBER OD A D1 D2 D3 

 MYV16K-B-C 19.1 (0.75) 101.6 (4.00) 98.6 (3.88) 121.0 (4.76) 69.9 (2.75) 

 MYV25K-B-C 25.4 (1.00) 106.7 (4.20) 99.6 (3.92) 112.8 (4.44) 69.9 (2.75) 

 MYV40K-B-C 38.1 (1.50) 130.1 (5.12) 127.3 (5.01) 149.1 (5.87) 85.6 (3.37) 

 MYV50K-B-C 50.8 (2.00) 177.8 (7.00) 134.7 (5.30) 166.4 (6.55) 113.6 (4.47) 

 PART NUMBER OD A D1 D2 D3 

 MYV16R-B-C 19.1 (0.75) 119.4 (4.70) 98.6 (3.88) 121.0 (4.76) 69.9 (2.75) 

 MYV35R-B-C 38.1 (1.50) 133.1 (5.24) 127.3 (5.01) 149.1 (5.87) 85.6 (3.37) 
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 Y-INLINE VALVE - PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS  - Port Connection - Tube End 

 Y-INLINE VALVE - PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Port Connection - KF Flange 

 Y-INLINE VALVE - PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS  - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 

 PYV0.75U-B-V-AS 19.1 (0.75) 94.0 (3.70) 105.5 (4.15) 56.9 (2.24) 

 PYV1.00U-B-V-AS 25.4 (1.00) 99.1 (3.90) 105.7 (4.16) 56.9 (2.24) 

 PYV1.50U-B-V-AS 38.1 (1.50) 122.5 (4.82) 145.1 (5.71) 75.7 (2.98) 

 PYV2.00U-B-V-AS 50.8 (2.00) 170.2 (6.70) 181.7 (7.15) 88.4 (3.48) 

 PYV2.50U-B-V-AS 63.5 (2.50) 196.9 (7.75) 199.9 (7.87) 99.6 (3.92) 

 PART NUMBER OD A D1 D2 

 PYV16K-B-V-AS 19.1 (0.75) 101.6 (4.00) 105.5 (4.15) 56.9 (2.24) 

 PYV25K-B-V-AS 25.4 (1.00) 106.7 (4.20) 105.7 (4.16) 56.9 (2.24) 

 PYV40K-B-V-AS 38.1 (1.50) 130.1 (5.12) 145.1 (5.71) 75.7 (2.98) 

 PYV50K-B-V-AS 50.8 (2.00) 177.8 (7.00) 181.7 (7.15) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 

 PYV16R-B-V-AS 19.1 (0.75) 119.4 (4.70) 105.5 (4.15) 56.9 (2.24) 

 PYV35R-B-V-AS 38.1 (1.50) 133.1 (5.24) 145.1 (5.71) 75.7 (2.98) 

 PYV63R-B-V-AS 63.5 (2.50) 215.9 (8.50) 199.9 (7.87) 88.4 (3.48) 
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 Y-INLINE VALVE - PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS  - Port Connection - Tube End 

 Y-INLINE VALVE - PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Port Connection - KF Flange 

 Y-INLINE VALVE - PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS  - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 

 PYV0.75U-B-V-AS 19.1 (0.75) 94.0 (3.70) 105.5 (4.15) 56.9 (2.24) 

 PYV1.00U-B-V-AS 25.4 (1.00) 99.1 (3.90) 105.7 (4.16) 56.9 (2.24) 

 PYV1.50U-B-V-AS 38.1 (1.50) 122.5 (4.82) 145.1 (5.71) 75.7 (2.98) 

 PYV2.00U-B-V-AS 50.8 (2.00) 170.2 (6.70) 181.7 (7.15) 88.4 (3.48) 

 PYV2.50U-B-V-AS 63.5 (2.50) 196.9 (7.75) 199.9 (7.87) 99.6 (3.92) 

 PART NUMBER OD A D1 D2 

 PYV16K-B-V-AS 19.1 (0.75) 101.6 (4.00) 105.5 (4.15) 56.9 (2.24) 

 PYV25K-B-V-AS 25.4 (1.00) 106.7 (4.20) 105.7 (4.16) 56.9 (2.24) 

 PYV40K-B-V-AS 38.1 (1.50) 130.1 (5.12) 145.1 (5.71) 75.7 (2.98) 

 PYV50K-B-V-AS 50.8 (2.00) 177.8 (7.00) 181.7 (7.15) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 

 PYV16R-B-V-AS 19.1 (0.75) 119.4 (4.70) 105.5 (4.15) 56.9 (2.24) 

 PYV35R-B-V-AS 38.1 (1.50) 133.1 (5.24) 145.1 (5.71) 75.7 (2.98) 

 PYV63R-B-V-AS 63.5 (2.50) 215.9 (8.50) 199.9 (7.87) 88.4 (3.48) 

 

 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached  - Port Connection - Tube End 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached - Port Connection - KF Flange 

 PNEUMATICALLY ACTUATED, VITON SEAL WITH BELLOWS - Reed Sensor attached  - Port Connection - CF-R Flange 

 PART NUMBER OD A D1 D2 

 PYV0.75U-B-V-AS-RS 19.1 (0.75) 94.0 (3.70) 120.4 (4.74) 56.9 (2.24) 

 PYV1.00U-B-V-AS-RS 25.4 (1.00) 99.1 (3.90) 120.2 (4.73) 56.9 (2.24) 

 PYV1.50U-B-V-AS-RS 38.1 (1.50) 122.5 (4.82) 156.8 (6.17) 75.7 (2.98) 

 PYV2.00U-B-V-AS-RS 50.8 (2.00) 170.2 (6.70) 188.8 (7.43) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 

 PYV16K-B-V-AS-RS 19.1 (0.75) 101.6 (4.00) 120.4 (4.74) 56.9 (2.24) 

 PYV25K-B-V-AS-RS 25.4 (1.00) 106.7 (4.20) 120.2 (4.73) 56.9 (2.24) 

 PYV40K-B-V-AS-RS 38.1 (1.50) 130.1 (5.12) 156.8 (6.17) 75.7 (2.98) 

 PYV50K-B-V-AS-RS 50.8 (2.00) 177.8 (7.00) 188.8 (7.43) 88.4 (3.48) 

 PART NUMBER OD A D1 D2 

 PYV16R-B-V-AS-RS 19.1 (0.75) 119.4 (4.70) 120.4 (4.74) 56.9 (2.24) 

 PYV35R-B-V-AS-RS 38.1 (1.50) 133.1 (5.24) 156.8 (6.17) 75.7 (2.98) 



28

 

 

 BAKEABLE ALL METAL VALVE 

 PART NUMBER   OD A D1 D2 D3 

 BRAV16R 19.1 (0.75) 38.1 (1.50) 121.2 (4.78) 131.0 (5.16) 38.1 (1.50) 

 BRAV35R 38.1 (1.50) 62.5 (2.47) 170.0 (6.70) 187.0 (7.37) 54.0 (2.13) 

 BRAV63R 63.5 (2.50) 105.0 (4.14) 266.0 (10.48) 294.0 (11.58) 76.2 (3.00) 

 BAKEABLE ALL METAL VALVE - Through Valve 

 PART NUMBER  OD OD A D1 D2 D3 

 BSTV35R 38.1 (1.50) 25.4 (1.00) 152.4 (6.00) 125.0 (4.93) 149.0 (5.87) 86.0 (3.39) 

 BSTV63R 60.5 (2.38) 34.0 (1.34) 228.6 (9.00) 165.0 (6.50) 190.0 (7.48) 113.6 (4.48) 

Specification: 

 Bellows stem seal  -  Leak Rate 1 x 10⁻¹º mbar lt/sec 

 Bakeable   -  400ºC - Open 

     -  300ºC - Closed 

     -  Cryogenic –200ºC  

 St/St body   -  Polished finish 

 Closure Torque  -  DN16CF version 10 ft/lb initial. Max 18 ft/lb 

     -  DN40CF version 21 ft/lb initial. Max 43 ft/lb 

     -  DN63CF version 21 ft/lb initial. Max 65 ft/lb 

 

 BAKEABLE ALL METAL VALVE - Angle valve 

 

 

 BAKEABLE ALL METAL VALVE 

 PART NUMBER   OD A D1 D2 D3 

 BRAV16R 19.1 (0.75) 38.1 (1.50) 121.2 (4.78) 131.0 (5.16) 38.1 (1.50) 

 BRAV35R 38.1 (1.50) 62.5 (2.47) 170.0 (6.70) 187.0 (7.37) 54.0 (2.13) 

 BRAV63R 63.5 (2.50) 105.0 (4.14) 266.0 (10.48) 294.0 (11.58) 76.2 (3.00) 

 BAKEABLE ALL METAL VALVE - Through Valve 

 PART NUMBER  OD OD A D1 D2 D3 

 BSTV35R 38.1 (1.50) 25.4 (1.00) 152.4 (6.00) 125.0 (4.93) 149.0 (5.87) 86.0 (3.39) 

 BSTV63R 60.5 (2.38) 34.0 (1.34) 228.6 (9.00) 165.0 (6.50) 190.0 (7.48) 113.6 (4.48) 

Specification: 

 Bellows stem seal  -  Leak Rate 1 x 10⁻¹º mbar lt/sec 

 Bakeable   -  400ºC - Open 

     -  300ºC - Closed 

     -  Cryogenic –200ºC  

 St/St body   -  Polished finish 

 Closure Torque  -  DN16CF version 10 ft/lb initial. Max 18 ft/lb 

     -  DN40CF version 21 ft/lb initial. Max 43 ft/lb 

     -  DN63CF version 21 ft/lb initial. Max 65 ft/lb 

 

 BAKEABLE ALL METAL VALVE - Angle valve 
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 BAKEABLE ALL METAL VALVE 

 PART NUMBER   OD A D1 D2 D3 

 BRAV16R 19.1 (0.75) 38.1 (1.50) 121.2 (4.78) 131.0 (5.16) 38.1 (1.50) 

 BRAV35R 38.1 (1.50) 62.5 (2.47) 170.0 (6.70) 187.0 (7.37) 54.0 (2.13) 

 BRAV63R 63.5 (2.50) 105.0 (4.14) 266.0 (10.48) 294.0 (11.58) 76.2 (3.00) 

 BAKEABLE ALL METAL VALVE - Through Valve 

 PART NUMBER  OD OD A D1 D2 D3 

 BSTV35R 38.1 (1.50) 25.4 (1.00) 152.4 (6.00) 125.0 (4.93) 149.0 (5.87) 86.0 (3.39) 

 BSTV63R 60.5 (2.38) 34.0 (1.34) 228.6 (9.00) 165.0 (6.50) 190.0 (7.48) 113.6 (4.48) 

Specification: 

 Bellows stem seal  -  Leak Rate 1 x 10⁻¹º mbar lt/sec 

 Bakeable   -  400ºC - Open 

     -  300ºC - Closed 

     -  Cryogenic –200ºC  

 St/St body   -  Polished finish 

 Closure Torque  -  DN16CF version 10 ft/lb initial. Max 18 ft/lb 

     -  DN40CF version 21 ft/lb initial. Max 43 ft/lb 

     -  DN63CF version 21 ft/lb initial. Max 65 ft/lb 

 

 BAKEABLE ALL METAL VALVE - Angle valve 

 

 

 VENT VALVE 

 PART NUMBER A D1 D2 

 KF10VV 30.0 (1.19) 41.5 (1.64) 48.0 (1.89) 

 KF16VV 30.0 (1.19) 41.5 (1.64) 48.0 (1.89) 

 KF25VV 40.0 (1.58) 41.5 (1.64) 48.0 (1.89) 

 BALL VALVE 

 PART NUMBER  D1 D2 

 KF16-BV 64.4 (2.54) 92.0 (3.63) 

 KF25-BV 92.0 (3.63) 107.0 (4.22) 

 KF40-BV 120.5 (4.75) 130.0 (5.12) 

 KF50-BV 134.0 (5.28) 151.0 (5.95) 

Specification: 

 KF St/St Body / Aluminium Cap -  Leak Rate 1 x 10⁻⁹ mbar lt/sec 

 Seals     - Washer - Teflon. O-ring - Viton 

 Venting Time    - 14 Seconds - 50l 

 Valve Opening    - 2 complete turns - Close / Open 

Specification: 

 KF St/St Body    -  Leak Rate 9 x 10⁻⁹ mbar lt/sec 

 Valve Opening   - 1/4 Turn Manual - Close / Open 

 Max Pressure   - 56 PSI 

 Operating Temperature - 150ᵒC  
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 PNEUMATICALLY ACTUATED ALUMINIUM ANGLE VALVE - KF Port Connection 

Specification: 

 Cycle  - 10 Million, 316 stainless steel bellows 

 Body Material -  High Purity Aluminium 

 Leak Rate -  1 x 10⁻⁹mbar lt/sec 

 Easy Maintenance - fast bellows and seal replacement. 

 

 PART NUMBER OD A D1 D2 

 A-PRAV16K-B 20.0 (0.79) 40.0 (1.57) 99.0 (3.90) 46.4 (1.83) 

 A-PRAV25K-B 28.0 (1.10) 50.0 (1.97) 105.0 (4.13) 55.4 (2.18) 

 A-PRAV40K-B 45.0 (1.77) 65.0 (2.56) 147.0 (5.79) 70.4 (2.77) 

 

 

 PNEUMATICALLY ACTUATED ALUMINIUM ANGLE VALVE - KF Port Connection 

Specification: 

 Cycle  - 10 Million, 316 stainless steel bellows 

 Body Material -  High Purity Aluminium 

 Leak Rate -  1 x 10⁻⁹mbar lt/sec 

 Easy Maintenance - fast bellows and seal replacement. 

 

 PART NUMBER OD A D1 D2 

 A-PRAV16K-B 20.0 (0.79) 40.0 (1.57) 99.0 (3.90) 46.4 (1.83) 

 A-PRAV25K-B 28.0 (1.10) 50.0 (1.97) 105.0 (4.13) 55.4 (2.18) 

 A-PRAV40K-B 45.0 (1.77) 65.0 (2.56) 147.0 (5.79) 70.4 (2.77) 
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 PNEUMATICALLY ACTUATED ALUMINIUM ANGLE VALVE - KF Port Connection 

Specification: 

 Cycle  - 10 Million, 316 stainless steel bellows 

 Body Material -  High Purity Aluminium 

 Leak Rate -  1 x 10⁻⁹mbar lt/sec 

 Easy Maintenance - fast bellows and seal replacement. 

 

 PART NUMBER OD A D1 D2 

 A-PRAV16K-B 20.0 (0.79) 40.0 (1.57) 99.0 (3.90) 46.4 (1.83) 

 A-PRAV25K-B 28.0 (1.10) 50.0 (1.97) 105.0 (4.13) 55.4 (2.18) 

 A-PRAV40K-B 45.0 (1.77) 65.0 (2.56) 147.0 (5.79) 70.4 (2.77) 

 

 

 PNEUMATICALLY ACTUATED ALUMINIUM ANGLE VALVE - With Limit Switch and Solenoid - KF Port Connection 

 PART NUMBER OD A D1 D2 D3 

 A-PRAV16K-B-LS 20.0 (0.79) 40.0 (1.57) 148.0 (5.83) 55.0 (2.17) 51.0 (2.01) 

 A-PRAV25K-B-LS 28.0 (1.10) 50.0 (1.97) 153.0 (6.02) 65.5 (2.58) 60.0 (2.36) 

 A-PRAV40K-B-LS 45.0 (1.77) 65.0 (2.56) 201.0 (7.91) 81.0 (3.19) 75.0 (2.95) 

Specification: 

 Compact design, Pneumatic actuation, 
Limit Switch & Solenoid 

 Position Indicator. 

 Rating - 220VAC / 24 VDC 

 Actuation -   Open, Pneumatic  

   Close,  Pressure Spring 

 Compressed air supply - Ø6mm tube 

 Cycle  - 10 Million, 316 stainless steel  

 bellows 

 Body Material -  High Purity Aluminium 

 Leak Rate -  1 x 10⁻⁹mbar lt/sec 

 Easy Maintenance - fast bellows and seal 
replacement. 



Menzies Road, Ponswood Industrial Estate, St. Leonards on Sea, East Sussex, TN38 9BB, England

Telephone: 	+ 44 (0)1424 442121

Email: 	 sales@itl-vacuum.com

www.itl-vacuum.com


